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MEANS	AND	METHOD	PLAN	
FOR	TENANT	PROTECTION	DURING	CONSTRUCTION	

Beverly Hills Municipal Code § 9-1-108 (L) 

When applying for a permit to alter, repair, or rehabilitate any structure that contains one or more 
dwelling units, the applicant shall indicate on a form furnished by the city building official whether 
the property is occupied by tenants. 

If the property is tenant occupied and, as determined by the building official, the construction work 
could impact the habitability of any unit on the property, prior to obtaining a permit, the applicant 
shall submit a construction means and method plan to the city building official which contains the 
information required by this section. The construction could impact unit habitability if any of the 
following conditions may exist at the property for a period exceeding one working day: 

x Inadequate sanitation including, but not limited to, the following: 

1. Lack of, or improper water closet, lavatory, or bathtub or shower, 
2. Lack of, or improper kitchen sink, 
3. Lack of hot and cold running water to plumbing fixtures, 
4. Lack of adequate heating, 
5. Lack of, or improper operation of required ventilating equipment, 
6. Lack of minimum amounts of natural light and ventilation required by the building code of 

the city of Beverly Hills, 
7. Lack of required electrical lighting, 
8. Dampness of habitable rooms, 
9. Lack of connection to required sewage disposal system; 

x Structural hazards including, but not limited to, the following: 

1. Deteriorated or inadequate foundations 
2. Defective or deteriorated flooring or floor supports, 
3. Any of the following structural features that are of insufficient size to carry imposed loads 

with safety: flooring or floor supports, members of walls, partitions, or other vertical 
supports, members of ceiling, roofs, ceiling and roof supports, or other horizontal members; 

x Wiring, plumbing, or electrical equipment that will no longer conform with all applicable laws in 
effect at the time of installation; 

x Faulty weather protection, including, but not limited to, the following: ineffective waterproofing 
of exterior walls, roof, foundations or floors, including broken windows or doors; 

x The building, premises, or portion thereof, device, apparatus, equipment, combustible waste or 
vegetation is in such a condition as to cause a fire or explosion or provide a ready fuel to 
augment the spread and intensity of fire or explosion arising from any cause; 

x The building or portion thereof is an unsafe building as defined by the building code of the city of 
Beverly Hills; 

x The building, premises or portions thereof is not provided with adequate exit facilities as 
required by the building code and fire code of the city of Beverly Hills; 

x The building or portions thereof is not provided with the fire resistive construction or fire 
extinguishing systems or equipment required by the building code of the city of Beverly Hills 
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and the fire code of the city of Beverly Hills. 

No permit shall be issued until a satisfactory means and method plan is approved by the city 
building official, if required. 

If a construction means and method plan was not required prior to permit issuance, the city 
building official shall require a construction means and method plan be submitted after work 
commences if the city building official determines that the work could impact the habitability of any 
unit on the property given the manner in which the construction is being undertaken. If the city 
building official requires a construction means and method plan, the requirements of this section 
shall also apply. The city building official may stop construction until all applicable requirements of 
this chapter have been met. 
  


